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Name of the Work: Renovation of Gymnasium at Sports Complex, GNFC Township. 

Tender No. : GNFC/TAO/TN-01/2024-25 

// SCHEDULE OF QUANTITY (SOQ) // 
 

SR. 
NO 

ITEM DESCRIPTION UNIT QUANTITY 

 PART- A - CIVIL WORK   

10 Demolishing of brick work masonry (plastered/ unplastered) 
manually/ mechanical means at all levels with all labour, tools, 
scaffolding, safety arrangement etc including stacking of serviceable 
material and disposal of unserviceable material within lead of 4 km, 
including loading, transpiration, loading, levelling etc. as per 
direction of Engineer-in-charge. 
 

M3 68.0 

20 Labour charges for removal of existing false ceiling of metallic or 
gypsum board or PVC or wooden or pop or e-board etc. including 
depositing the removed materials in GNFC Stores or any location 
within plant. 
 

M2 271.0 

30 Removal and taking out doors, windows, ventilators, gates (steel or 
wood or aluminum, PVC/ FRP etc.) at all levels with required 
scaffolding including chipping of masonry/ concrete, removal of 
holdfasts, returning of serviceable materials to GNFC store and 
disposal of waste materials within lead of 4 km with loading, 
transportation, unloading, levelling etc. complete. 
 

NOS 10.0 

40 Dismantling tile/ stone work in floors, dado, skirting of all thickness, 
at all levels, with required scaffolding including stacking of 
serviceable materials, disposal of waste materials within 4 km lead 
with loading, transportation, unloading, levelling etc. complete. 
 

M2 160.0 

50 Labour charges for removal Full or law height aluminum framed 
partition or wooden partition or glazed partition or mirror panel, 
carefully including depositing the removed materials in GNFC Stores 
or any location within township as directed by EIC (within 4 km.) 
 

M2 288.0 

60 Dismantling Bird Net /Jali, at all levels, with required scaffolding 
including stacking of serviceable materials, disposal of waste 
materials within 4 km lead with loading, transportation, unloading, 
levelling etc. complete. 
 

M2 60.0 

70 Chipping carefully smooth or sand face cement plaster 12 to 18 mm 
thick including transporting the debris up to a lead of 3 km 
depositing and spreading as directed by EIC necessary scaffolding 
with all tools and labors. 
 

M2 80.0 

80 Chipping of corroded concrete surface upto thickness of 50 mm & 
opening of corroded reinforcement, Cleaning of exposed surface of 
RCC with wire brush, water jet, cleaning of exposed rebars, removal 
of all loose materials, Thorough cleaning of the total surface, removal     

M2 100.0 
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of carbonated top layer of concrete by wire brushing for work upto 
all level including required tools, machineries, disposal of waste 
materials within lead of 4 km. Work should be carried out carefully 
without disturbing/ damaging the RCC members. 
 

90 Providing and laying in position cement concrete (PCC or RCC) work 
of mix 1:2:4 (1 Cement : 2 sand : 4 graded stone aggregate 20 mm 
& down nominal size) in super structure for walls, columns, beams, 
lintels, chhajas, slab, stairs, any type of concrete structure etc. 
including,  mixing, placing in position, vibrating, consolidating, 
curing, etc. complete with all tools and tackles,  labour & materials, 
excluding the cost of formwork and reinforcement steel as directed 
by the EIC for work at all height. 
 

M3 3.0 

100 Cutting, placing, bending and binding of MS/CTD/HYSD 
reinforcement bars in all RCC works as per drawing/ details/ 
instruction including making & providing spacer blocks and cover 
blocks of 1:2 CM with providing & binding with wire of 16 swg etc. 
complete including providing necessary hooks, hoisting the 
reinforcement, steel holding firmly in positing etc. placing upto 10 
m height as per the direction with all tools and tackles, all labour 
and materials and as per the instruction of the EIC. (Rates shall 
include collecting steel bars from GNFC  Stores & returning the 
unused steel, scrap to GNFC stores as directed by EIC). 
 

MT 1.0 

110 Providing and erecting of formwork of good quality timber or steel or 
plywood or suitable materials in appropriate size, shape & thickness 
for all types of RCC works below plinth and super structure at all 
height including staging, centering, aligning & levelling as per 
drawing/ details/ instruction, bracing the props, nails, walls plates, 
wires, clamps, providing & application of shuttering oil etc. complete 
& deshuttering carefully as per direction of the EIC. 
 

M2 22.0 

120 Providing and fixing in position 16 mm dia rebar at all levels 
comprising of following : 
-Drilling in rcc members with drill machine 
-Cutting and making rebar piece 
-Providing & fixing with chemical 
The work includes providing all tools, tackles, labour, materials with 
required scaffolding etc. all complete as directed by the EIC. Rebar 
to be provided by GNFC free of cost. 
 

NOS 36.0 

130 Providing and laying Exposed brick masonry with well burnt good 
quality locally available red bricks in CM 1:6 using screened sand in 
super structure for walls etc. at all height including scaffolding, 
watering, proper bonding, racking out the joints, cleaning, curing, 
etc. complete with all labour and materials and as directed by the 
EIC. 
 

M3 7.0 

140 Providing and constructing 115 mm thick brick partition wall in CM 
1:4 using screened sand with locally available good quality red bricks 
/ fly ash bricks, placing two MS bars of 6/8 mm dia (supplied by  
GNFC at free of cost) at every fourth layer including scaffolding, 

M2 11.0 
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watering, curing, racking of masonry joints, cleaning etc. complete 
at all height. 
 

150 Providing and applying 12 to 15 mm thick smooth cement plaster in 
CM 1:4 mix using screened sand of approved quality on brick 
masonry and RCC work as required including racking of joints of 
masonry and roughening of concrete surface to receive plaster, 
required scaffolding, finishing smooth with cement slurry-mixing, 
applying, watering, curing with all labours and materials for work at 
all height. 
 

M2 100.0 

160 Providing and applying polymer modified plaster on RCC surface 
comprising of following: 
        - Thorough Hacking/ roughening of the concrete surface. 
        -  Preparation and mixing of mortar of cement, sand, grit and 
adding boding aid-styrene butadiene emulsion (SBR). 
         The sand shall be properly screened and washed before use. 
          Providing and adding polyester fiber - recron 3 s in mix at the 
rate of 125 gm per 50 kg of cement. 
        - Preparation and coating of exposed rebars with cement slurry, 
wherever required. 
-   Providing and applying polymer mortar plaster/ concrete on the 
surface.  Average thickness of application shall be upto 25 mm. The 
application of mortar shall be done in two or more coats wherever 
required. 
        - The final surface shall be finished smooth to proper line, level 
Curing of the surface. Providing and applying curing compound on 
the exposed surface if required. 
        For work up to 15 m level above GFL." 
 

M2 100.0 

170 Providing and fixing FBVT floor, dado or skirting tiles in different 
sizes (thickness to be specified by the manufacturer) with water 
absorption less than 0.08% and conforming to IS: 15622, in colours/ 
design, laid on around 20mm thick cement mortar 1:4 (1 cement: 4 
coarse sand), jointing with grey cement slurry including grouting the 
joints with white cement and matching pigments etc., complete for 
work at all levels. Basic Rate of vitrified tiles including tax: Rs. 
500/Sq.M. 
 

M2 102.0 

180 Providing and fixing at all levels pre-polished granite stone of 
approved shade and colour over platform or door/ window frame, 
sills, jambs, staircase flooring- tread, riser and mid landing, entry 
steps, foyer etc. The stone shall be fixed with neat cement paste in 
line and level, including cutting, jointing, finishing, stone edge 
moulding - either full or half round moulding with polishing as per 
direction of EIC. etc. complete as per design and direction of the EiC. 
Basic Rate of granite stone including tax : Rs. 1950/Sq.mt 
 

M2 37.0 

190 Labour charges for Granite stone edge moulding - either full or half 
round moulding with polishing as per direction of EIC. 
 

RM 139.0 
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200 Extra for providing 4 mm grooves in tile flooring/dedo with spacers 
as directed and filling of the grooves with matching color epoxy as 
directed by EIC. 
 

M2 102.0 

210 Providing and fixing size of 600 x 600 mm Aluminum ventilation in 
R40 series with 5mm NR frosted glass and guaranteed Powder 
coating as per selection with standard fittings & fixtures, including 
all material, manpower, tools, tackles, transportation, taxes, levies, 
duties etc. complete, as per the drawings and terms & conditions. 
 

NOS 3.0 

220 Providing and fixing Aluminum fixed window in R40 series with 8mm 
clear toughened glass and guaranteed Powder coating as per 
selection with standard fittings & fixtures, including all material, 
manpower, tools, tackles, transportation, taxes, levies, duties etc. 
complete, as per the drawings and terms & conditions. 
 

M2 70.0 

230 Providing and fixing 30 mm thick BWR flush door made out of season 
wood manufactured as per IS. The door will be laminated (1 mm 
thick of standard make, wood grain smooth finish) from both the 
sides and will have 12 mm thick BTC which shall be polished. The 
door will be fixed on the granite frame with SS 5" long heavy three 
(3) nos of hinges, with all consumables like adhesive and hardware 
with required tools and tackles complete as directed by EIC.  The 
doors will have SS hardware like heavy type baby latch from inside 
and outside, 6" SS handles and capsule spring door closer of 
standard make. 
 

M2 12.0 

240 Providing and laying water proofing treatment to approximately 450 
mm deep sunk slabs of toilet which shall include cleaning the floor, 
identifying cracks, bridging the cracks with crack filling agent, laying 
of 12 to 20 mm CM in 1:2  proportion with water proofing additive 
over the floor and after the surface is set, laying of brick bat water 
proofing layer in 1:4 CM with water proofing additive in and average 
thickness of 50 mm with slope towards the outlet and finished 
smooth in 1:4 CM with water proofing additive.  The work will include 
fillets at the junction with water proof plaster of the sunk floor sides 
upto floor level. The work will be executed by experience manpower 
only. The entire system will be tested for water proofing before any 
work over the same will begin. All outlets will be also be embedded 
and no chipping will be allowed after the testing is done. 
 

M2 24.0 

250 Providing, fabricating, erecting and fixing of GI Cantex Bird 
Protection Net /Jali 20 x20 x 2 mm thk. square mesh netting, 
welded. GI frame square pipe 50mm x 25mm x 2 mm thk size frame 
with GI Flat 25 x 3 mm thk Patti fixing with frame. Frame fixed with 
shell roof slab at all levels with required size and shape for including 
supporting, cutting, grinding, welding erecting in position, providing 
temporary supports if require, scaffolding, all materials, manpower, 
tools, tackles, transportation, taxes, levies, duties etc. complete, as 
per the drawings and terms & conditions.  
 

M2 60.0 

 PART- B - PLUMBING & DRAINAGE WORK   
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10 Providing and fixing white vitreous wall hung WC with "S" or "P" trap, 
seat cover complete with all operations including all necessary 
materials, labour and disposal of dismantled material i/c malba, all 
complete as per the direction of Engineer-in charge for work at all 
levels. 
With WC pan of Cera make catalogue no: S1041109 + B1510108 + 
B2010101 + B2040101 or 
Hindware make catalogue no: 20098 
 

NOS 3.0 

20 Providing and fixing white vitrious counter top wash basin including 
cutting and making good the walls/ platform wherever required 
including all necessary materials, labour as per the direction of 
Engineer-in charge for work at all levels.  
For wash basin of Cera make catalogue no: S2020114 /or Hindware 
make catalogue no: 91090 
 

NOS 3.0 

30 Providing and fixing   6mm thick Beveled edge mirror on wash basin 
of superior glass mounted on 6 No.  of SS studs including making 
hole and fixing studs etc., with tools, tackles complete. 
 

M2 2.0 

40 Providing and fixing of SS studs for beveled edge mirror including 
making of hole and fixing studs etc. complete. 
 

NOS 12.0 

50 Providing and fixing PVC SWR Nahni trap IS 14735 for drain - 100 
mm diameter of self-cleansing design with C.I scread down or hinged 
grating including the cost of cutting and making good the walls. 
 

NOS 6.0 

60 Providing and fixing 6" x 6" heavy duty S.S. jali for drainage trap. 
 

NOS 6.0 

70 Supplying and laying 15 mm dia uPVC water pipe 80 schedule, 
embedding or fixing on wall and floor with cutting of floor, or wall 
laying it position including bends, elbows, tees, reducers and other 
specials, joining with white lead and yarn with sockets and screwed 
joints cutting pipes to required length making inlet and outlet 
connection, threading, testing, making etc. complete, drawings and 
directions of the EIC for work at all levels. 
 

M 40.0 

80 Supplying and laying 15 mm dia CPVC plumbing white coloured as 
per standard cts water pipes of ASTRAL make or approved 
equivalent, embedding and fixing on wall and floor in position incl. 
bend, elbows, tees, reducers, MTA, FTA and other specials, joining 
with white lead and yarn with socket and screws, and all other 
hardwares, cutting of pipes to required length for making inlet and 
outlet connection, testing, making etc complete as per the spec. For 
joints only IPS weld on FLOWGUARD CPVC solvent cement as per 
manufacture specifications for open and concealed piping work as 
per drawings and directions of the EIC for work at all levels. 
 

M 25.0 

90 Supplying and laying 25 mm dia uPVC water pipe 80 schedule, 
embedding or fixing on  wall and floor with cutting of floor, or wall 
laying it position including bends, elbows, tees, reducers and  other 
specials, joining with white lead and yarn with sockets and screwed 
joints cutting pipes to required length making inlet and outlet 

M 75.0 
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connection, threading, testing, making etc. complete, drawings and 
directions of the EIC for work at all levels. 
 

100 Providing and fixing 6 kg/cm2 pressure PVC pipe of 75 mm dia. with 
all accessories, bends, offsets, Y/T junction fittings, couplers, shoes, 
elbows, etc. for water supply or rain water down take or drainage 
including cleaning brushing & joining with suitable adhesive solution 
as per manufacturers specifications & making them water tight and 
fixing to wall/column with necessary clamps, required scaffolding 
etc. complete as directed by the EIC for work at all level. 
 

M 20.0 

110 Providing and fixing 6 kg/cm2 pressure PVC pipe of 110 mm dia. 
with all accessories, bends, offsets, Y/T junction fittings, couplers, 
shoes, elbows, etc. for water supply or rain water down take or 
drainage including cleaning brushing & joining with suitable 
adhesive solution as per manufacturers specifications & making 
them water tight and fixing to wall/column with necessary clamps, 
required scaffolding etc. complete as directed by the EIC for work at 
all level. 
 

M 35.0 

120 Providing and fixing CP Brass Angle cock with wall flange in polished 
chrome of approved quality and conforming to manufacturers 
standards. 
 Angle cock: EssEss: catlog no C 204 or Cera catlog no   F2009201 
or Hindware catlog no F330043 with providing all required fixing 
arrangement for all levels. 
 

NOS 6.0 

130 Providing and fixing CP Brass nepkin ring with wall flange in polished 
chrome of approved quality and conforming to manufacturers 
standards. 
Nepkin ring: EssEss: catlog no A 202 or Cera catlog no   F5003105  
or  Hindware  catlog  no F880007 with providing all required fixing 
arrangement for all levels. 
 

NOS 3.0 

140 P&F PVC liquid soap container on wall with making necessary holes 
& using SS screw and finishing complete. 
 

NOS 3.0 

150 Providing and Fixing CP two-way bib cock with wall flange in polished 
chrome of approved quality and conforming to manufacturers 
standards. 
Two way bib cock: EssEss: catlog no A 203 or  Hindware  catlog  no 
F330004SCP with providing all required fixing arrangement for all 
levels. 
 

NOS 3.0 

160 Providing and Fixing Hand Faucet with hose and Holder in polished 
chrome of approved quality and conforming to manufacturers 
Standards. 
Health  Faucet:  EssEss: catlog no A 232C or  Cera catlog no. 
NOSF8030101 Hindware  catlog  no F160002 with providing all 
required fixing arrangement for all levels. 
 

NOS 3.0 

170 Providing and fixing CP Brass pillar cock  in  polished  chrome  of  
approved quality and conforming to manufacturers standards. 

NOS 3.0 
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Pillar cock: EssEss: catlog no C 201 or Cera catlog no   F2009101 
or Hindware  catlog  no F330002SCP with providing all required 
fixing arrangement for all levels. 
 

180 P&F 32 mm dia CP bottle trap for wash basin and sink as directed. 
 

NOS 3.0 

190 Providing and fixing pvc flush tank for wc including connection to 
existing system. 
 

NOS 3.0 

200 Providing and fixing CP brass dome / plain type waste coupling size 
32mm x 75mm. 
 

NOS 3.0 

210 Supplying and laying 20 mm dia uPVC water pipe 80 schedule, 
embedding or fixing on wall and floor with cutting of floor, or wall 
laying it position including bends, elbows, tees, reducers and other 
specials, joining with white lead and yarn with sockets and screwed 
joints cutting pipes to required length making inlet and outlet 
connection, threading, testing, making etc. complete, drawings and 
directions of the EIC for work at all levels. 
 

M 15.0 

220 Supplying and laying 32 mm dia uPVC water pipe 80 schedule, 
embedding or fixing on  wall and floor with cutting of floor, or wall 
laying it position including bends, elbows, tees, reducers and  other 
specials, joining with white lead and yarn with sockets and screwed 
joints cutting pipes to required length making inlet and outlet 
connection, threading, testing, making etc. complete, drawings and 
directions of the EIC for work at all levels. 
 

M 10.0 

230 Supplying and laying 40 mm dia uPVC water pipe 80 schedule, 
embedding or fixing on  wall and floor with cutting of floor, or wall 
laying it position including bends, elbows, tees, reducers and  other 
specials, joining with white lead and yarn with sockets and screwed 
joints cutting pipes to required length making inlet and outlet 
connection, threading, testing, making etc. complete, drawings and 
directions of the EIC for work at all levels. 
 

M 20.0 

240 Providing & Fixing brass ball valve - 25 mm NB 
 

NOS 1.0 

250 P&F full way gun metal wheel valve heavy type as directed – 32 mm 
dia. 
 

NOS 1.0 

260 P&F full way gun metal wheel valve heavy type as directed – 40 mm 
dia. 
 

NOS 2.0 

270 Providing laying and jointing PVC SWR pipes IS 13592 for Drain - 50 
mm dia including bends, elbows, tees, reducers and other specials, 
joining with white lead and yarn with sockets and screwed joints 
cutting pipes to required length making inlet and outlet connection, 
threading, testing, making etc. complete, drawings and directions of 
the EIC for work at all levels. 
 

M 17.0 
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280 Providing and Fixing CP Brass Shower with wall flange in Polished 
Chrome of approved Quality and conforming to Manufacturers 
Standards. 
Shower:  EssEss: catlog no OH108A or Cera catlog no   F7020104 or 
Hind ware catlog no F160052 with providing all required fixing 
arrangement for all levels. 
 

NOS 1.0 

290 P/F CP brass towel rod of 12 mm dia. & 750 mm length. 
 

NOS 1.0 

300 Providing and fixing Overhead Shower ø105mm Round Shape Single 
Flow with Air Effect (ABS Body & Face Plate Chrome Plated) with 
Rubit Cleaning System JAQUAR OHS-1709 & Shower Arm Casted 
160mm Long Light Body Round Shape for Wall Mounted Showers 
with Flange JAQUAR SHA-477 & Wall Mixer 3-in-1 System with 
Provision for both Hand Shower and Overhead Shower Complete with 
115mm Long Bend Pipe, Connecting Legs & Wall Flange (without 
Hand & Overhead Shower) JAQUAR QQP-7281PM, Towel Rack 
600mm Long without Hangers, Stainless Steel JAQUAR ACN-1181FS 
approved ISI brand quality,  fixing in pipeline and testing the same… 
etc., complete., as directed by EIC etc. 
 

NOS 1.0 

310 Providing and Fixing CP Brass bib cock with wall flange in polished 
chrome of approved quality and conforming to manufacturers 
standards. 
Bib cock: EssEss : catlog no C-202B or Cera catalog no   F2009151 
or Hindware catalog no F330041 with providing all required fixing 
arrangement for all levels. 
 

NOS 1.0 

 PART- C – INTERIOR & FURNISHING WORK     

10 Gypsum False Ceiling: Plain gypsum board MR grade ceiling: 12.5 
mm thick Plain gypsum MR grade false ceiling Suspension 
(considering all levels with require all fabrication work and fitting 
from RCC slab to false ceiling level & The rate shall be consider in 
sqm for all floors and at all heights, Offsets whether cove light or 
fixed gypsum board size up to 100 mm to 1200 mm in the false 
ceilings including all costs). Work complete as per the manufacturers 
specification of Saint Gobain or approved make- M/F Suspended 
Ceiling: Providing and fixing Suspended ceiling using Gypsum or 
equivalent of ULtra G. I. Perimeter Channels of size 0.55mm thick 
having one flange of 20mm and another flange of 30mm and web 
27mm along with perimeter of ceiling, screw fixed to brick wall / 
partitions with the help of nylon sleeves and screws, at min. 600 mm 
centers. Then suspending G. I. intermediate channel of size 45mm, 
0.9mm thick with two flanges of 15mm each from the soffit at 
1220mm centers with ceiling angle of width 25mm x 10mm x 
0.55mm thick fixed to soffit with G. I. cleat and steel expansion 
fasteners. Ceiling section of 0.55mm thickness having knurled web 
of 51.5mm and two flanges of 26mm each with lips of 10.5mm are 
then fixed to intermediate channel with the help of connecting clip 
and in direction perpendicular to the intermediate channel at 
457mm centers. 12mm gypsum MR grade Board (conforming to IS 
2095 part 1 2011) is then screw fixed to ceiling section with 25mm 
dry wall screwed at 230mm centers. Screw fixing is done 

M2 272.0 
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mechanically either with screw driver or drilling machine with 
suitable attachment. Finally, the boards are to be jointed and 
finished so as to have a flush look which includes filling and finishing 
the edges of the boards with jointing compound, Joint paper tape. 
Cutouts for light fittings, grill diffusers shall be made. Necessary 
cutting / providing openings in the ceiling for AC fixtures, grills, 
electrical fittings, or other utility services, hatch openings etc. shall 
be provided by the Contractor and cost of making such modifications 
shall be included in the price. No separate charges for cutting / 
providing opening will be paid. Joints between the two gypsum 
board, (Board placed staggered) gypsum board and wall will have 
suitable tape and finishes with plaster of paris so as to have crack 
free joints. The item includes providing and fixing trap door of size 
600 X 1200 mm (appx 26 nos) as per approved sample of Ceiling 
panels comprise of a powder-coated beaded steel frame with 
gypsum / plywood board door. Each panel features a push-latch 
closing mechanism with door retaining safety cable & hook. 
Suspenders from ceiling to support the frame and trap door firmly 
along with necessary hilti fastner, cleats, screws, angles, packing, 
etc. complete work. Work complete including all type of tools, 
tackles, finishing etc complete as per approved sample & instruction 
of Architect/Client/PMC. sample mock shall be approved from 
Architect/Client. 
 
Note:-Required support should be taken from rcc slab (vault) ceiling 
or any other rcc member. 
 

20 POP Punning on Wall: Providing & Applying POP Punning on wall 
surface up to required smooth finish of approved quality on 
plaster/RCC surface of Ceiling Area in line & level, curing, scaffolding 
etc. complete for all Height.   
                                                                                      

M2 60.0 

30 Providing and applying, at all levels, two coats of acrylic paint with 
one coat of primer of approved colour and shade over smooth 
plastered surface after removal of old paint by scrapping, sand 
papering, filling the depressions, levelling the surface by applying 
requisite putty wherever required on the surface. The rate shall 
include scaffolding, tools, tackles, labour and material etc. complete 
as per the directions of EIC. 
 

M2 272.0 

40 Providing and applying, at all levels, two coats of Luster paint with 
one coat of primer of approved colour and shade over smooth 
plastered surface after removal of old paint by scrapping, sand 
papering, filling the depressions, levelling the surface by applying 
requisite putty wherever required on the surface. The rate shall 
include scaffolding, tools, tackles, labour and material etc. complete 
as per the directions of EIC. 
 

M2 60.0 

50 Full Height soild Partition upto Gypsum Ceiling height- Providing & 
Fixing partition upto ceiling made of IS 303 BWR grade 12mm thick 
plywood finished 1mm thk. Laminate fixed on the aluminium frame 
structure of 50mmx38mmx2.6mm or 38mmx38mmx2.6mm as per 
drawing. Rate shall include cost of making of all cut-outs for light 

M2 69.0 
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fixtures, switchboards gadgets, gizmo, pelmets, grooves, beads and 
also provide support/template where ever required for complete 
work. The shop drawing (or a sample mock of 5 Sqm minimum of 
the frame work and partition) shall be approved from 
Architect/Client. (Basic rate of laminate is 675/- sqmt) with all 
necessary hardware /screw / nails etc complete at all heights and 
levels       
 
Note:-Required support should be taken from rcc slab (vault) ceiling 
or any other rcc member. 
                                                                                                

60 - Do -  as above but upto 2250 mm height solid partition. 
-  

M2 18.0 

70 Providing and fixing 5 MM thick mirror of saintgobin or equivalent 
as per design etc. flushed on partition wall as per given design and 
detail with application of silicon of Dow make or equivalent. The rates 
are inclusive of all machinery, equipment, labor, transportation & 
lifting etc. complete for all heights and levels. 
 

M2 65.0 

80 Plywood Wall paneling Providing & fixing approve make 12 mm thick 
plywood shall be water proof and termite free. for wall paneling with 
and Aluminum pipe section (50 x 25 mm), screws etc. finished with 
1.5 mm thick colour laminate with grooves 6mm wide and 3mm 
deep in laminate as per given design, such that the sheets shall not 
leave any spores/voids making it smooth and seamless with no pores 
left all along the wall as per approved by Architect/ Client. The rates 
are inclusive of all machinery, equipment, labor etc. complete for all 
heights and levels.  (Basic rate of laminate is 675/- sqmt)    
                                                                                                                   

M2 53.0 

90 - Do -  as above paneling finish with 12 MM THK HDF 
 

M2 22.0 

100 Gym Trainer Table- (1500W X 750 D X 750HT )  
Work Surface(1500 X 750): Table TOP with 25 mm thick MR Grade 
Callibrated plywood with 1mm Sf laminate outside and 0.8mm SF 
Laminate inside with matching edgeband. 
Structure:  Side of leg Aluminium Die Cast Leg Structure with Powder 
Coating and Beam Profiles with Aluminum Diecast connectors 
finished with powder coating below table Top.                                                   
Modesty Panel : Base vertical double modesty panel to be made of 
18 mm thick Post laminated plywood board with PVC edge band on 
all sides as per design to have raceway provision .                                             
Material description: Basic Materials will be Wood based Post 
laminated plywood board with 1mm SF Laminate outside and 
0.8mm SF Laminate inside with matching edgeband and necessary 
Hardwares. Hardwares will be of Hafele, Hettich, Ebco or Equivalent 
make as approved. Soft Close Auto Hinges for openable Shutters. 
80mm wire management is also provided.                                                          
Side credenza: To be made out of 18mm Thick Top & 18mm thick 
body of with MR Grade Calibrated plywood PVC edge band consists 
of Drawers & openable shutter & Wooden Drawer on telescopic 
channel and with Lock. Skirting with wooden as same MR Grade 
Calibrated plywood finished.  
                                                                                                                         

NOS 1.0 



Sign. of EIC  Sign of Tenderer 
  (With stamp) 

110 Locker:  
Providing & supplying locker cupboard of (900W X 400D X  1950HT) 
of CRCA sheet with 22 guage body and shutter and 24 guage of slefs 
with powder coating & having Lock, Hardware, Transport, fixing, 
Loading, Unloading etc. complete. 
 

NOS 4.0 

120 Gym Trainer Chair -SEAT/BACKASSEIUBLY:The seatis made up of 
1.2+0.1cm US hotpresse measured as per18.TheBack is made up 
of injection moulded glass filled nylon & up holstered using Quilted 
Knitted fabric.* SEAT SIZE(Larger Seat Depth} : 40.0 cm. (W) x 51.5 
cm.(D)* SEAT SIZE(Standard Seat Depth) 47.0cm.(W)x49.5cm.(D)* 
BANK SIZE : 4 .0 cm. (W) x65.3 cm. (H) HIGH RESILIENCE (HRj 
POLYURETHANE FOAM: The HR polyurethane foam is moulded with 
density 45+/-2 kg/m’ and hardness IN + 2 kgf as per IS: 7888 for 
25%compression. 
ARMRESTS : The adjustable arm restis designed with the following 
features:• Up-Down adjustment— 8 steps (8 0+0.5 cm range)Height 
adjustable armrest structure which is chromeplated &fitted with an 
arm rest top• Fixed Arm rest Top is PU moulded over metal insert 
LUMBAR SUPPORT ASSEMBLY: The Lumbar support consists of 
polypropylene pad with moulded polyurethane foam & covered with 
polyester fabric The Height of Lumbar pad can be adjusted through 
two projecting knobs provided on the rear side of the pad Lumbar 
pad has an adjustment of 8.0 + 0.5 cm in height. FRONT PIVOT 
SYNCHRO MECHANISM: The adjustable tilting mechanism is 
designed with the following features. 360° revolving type• Single 
point control.• Front-pivot for tilt with feet resting on ground ensuring 
more comfort.• Tilt tension adjustment.• 4-position locking with anti-
shock feature.• Seat/back tilting ratio of 1:2.NECKREST:The Neck 
rest assemoty consist of poly propylene paddy. with mardded 
polyurethane foam & covered with polyester fabric. Neck rest is fixed 
to Back Assembly through Neck rest connector. Neck rest assembly 
has height adjustment of 42+0.5cm and rotation adjustment of 
overall 7C”a 2° The complete neck rest assembly is retro fit to the 
main chain. 
 PEDESTAL ASSEMBLY: The pedestal is fabricated from 0.2 + 0.02 
cm thick HR sheet, chrome plated and assembled with injection 
rouhed black poly pro pylene hutcap and 5nos.in wheel 
 castors. The pedestal is 66.0+0.5cm. Pitch-center dia. 7.0+1.0 cm 
with castors) 
COAT HANGER : The Coat Hangeris made up of injection moulded 
plass filled nylon. The Coat hanger is retro fit and is fixed to the back 
assembly TWIN WHEEL CASTORS: The twin wheel castors are 
inection moulded in black Nylon.                                                              

NOS 1.0 

130 Supply & making wooden ashwood Bench of size 38 mm x38mm 
with given details & drawing. The size of bench is (1200 mm W x 450 
mm D x 450 mm HT) complete with all hardware screw, nails etc 
complete & natural PU polish etc. 
 

NOS 2.0 

140 Roller Blinds : Providing & fixing roller blinds with aluminum alloys 
head rail shall be 38 mm with control unit , shall be made of high 
grade polymer and shall not used inside the headrail which shall 
trasfermation from chain . chain shell be made of plastic beads for 

M2 55.0 
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operation. use black out fabric with no openness factor and bottom 
pipe should be cover by both side round end capes. Make: Marvel, 
vista, Nova or as per approved by architect/EIC/Client.                                                                           
All work complete with Head rail and all necessary supporting 
components and shall be of approved make in proper line, level, 
colour, finish etc. complete as per the drawing, specification and 
direction of the Engineer in-charge.  
                                                                                                                     

150 Providing and applying Graphics on plywood / cement sheet 
paneling on non-woven paper fitting, fixing etc. complete at all 
heights & level. 
 

M2 27.0 

160 Floor Protector: Providing & Fixing Floor Protector of 6'-3", 6'-4" or 
8'-4" of 3 mm thick of saint gobain or equivalent for protecting the 
existing floor before starting of work (Joint of each sheet is jointed 
with 50 mm wide glue/gum tape.   
                                                                                                                            

M2 272.0 

170 Providing and fixing of Gym Rubber mat flooring tiles of size of 500 
X 500 mm and thickness of 15 mm interlocking type of Vulcanized 
virgin rubber of design and colour and with excellent impact bearing, 
tough on falling weigths, protection on sub floor, sound absorbing & 
highly durable complete as per direction of Engineer-in-charge. Make 
- Rhino Rubber, Hiya or equivalent. 
 

M2 36.0 

180 - Do -  as above Gym Rubber mat flooring 4 to 5 mm Thk. 
 

M2 236.0 

190 Signage: Providing & Fixing Signages Made of Base of Wooden/S S/ 
Fiber sheet/Cement sheet/Viroc sheet/ACP/Aluminium etc 
approved by Architect/EIC. Letter made from 3mm film with Vinyle 
Acrylic Alfa company) including necessary fabrication work with 
Anticorrosion paint. Letter size 4" to 6" height per letter. work 
complete including all type of fittings and fixtures at all lead & Lift. 
Mock up sample approved by Architect/EIC.  
   For Toilet Siganes 150mm x 150mm       
                        

NOS 7.0 

200 - Do – as above item no 190  For Fire Siganes 150mm x 
150mm 

-  

NOS 3.0 

210 - Do – as above item no. 190 For Toilet Siganes 150mm x 
150mm 

-  

NOS 2.0 

220 Do – as above item no. 190 For Mobile Not Use  Sinages 150mm x 
150mm 

NOS 5.0 

230 Floor Mat/ carpet for entrance – Floor Mat 1200mm x 600mm 
 

NOS 1.0 

240 Floor Mat/ carpet for entrance – Floor Mat 900mm x 600mm 
 

NOS 1.0 

250 Providing and fixing standard Letter & Quats (upto 75 to 230 mm 
height) using vergin acrylic or other material as per architect 
selection, letters as per detailed drawings and fixed with approved 
adhesive with necessary fittings and provision shall be made for 
conceal LED light. 
 

NOS 1.0 
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260 Providing & supplying Good Quality Fiber glass planters Medium (up 
to 600 mm height) 
 

NOS 3.0 

270 Providing & supplying Good quality Fiber glass planters large ( up to 
900 mm height ) 
 

NOS 3.0 

280 M.S. Jali Pattern: Providing, making and fixing of 100x100 mm M.S. 
Jali as per detailed drawings with desirable measurements made 
with 25mm x5mm M.S bright flat patti with CNC cutting and welded 
joints finished properly and providing matt finish over the surface 
with proper cutting plate shelves as per detail drawings provided 
with all necessary hardware, fitting, fixtures, screws, nails, tools & 
tackles etc complete. The rate includes materials, labours, 
machineries, equipment etc for all levels and at all heights. 
 

KG 350.0 

290 Metal Shelf Unit: Providing and fixing metal shelf unit as per detailed 
drawings with desirable measurements made with 5 mm M.S plate 
with CNC and welded joints finished properly and providing matt 
finish over the surface with proper cutting plate shelves as per detail 
drawings provided with all necessary hardware, fitting, fixtures, 
screws, nails, tools & tackles etc complete. The rate includes 
materials, labours, machineries, equipment etc for all levels and at 
all heights. 
 

KG 580.0 

300 Handover of Site :- Handover the Entire site with Cleaning & Carting 
away to disposal area of all type of debris, cleaning of dirt spot on 
glass ,floors, walls etc. as directed by EIC in all respect. 
 

LUMP
SUM 

1.0 

 TOTAL   

 SGST 9%   

 CGST 9%   

 Total (WITH GST) Rs .  

 

Total Amount in words : 
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