
// SCOPE OF WORK// 
 
 
Name of Work: Industrial Painting works at GNFC, TDI-II Dahej- 2025-26 

 
 
 Nature of work to be executed in general: 
 
The scope of work to be executed will include as detailed below but not limited to the 
following: 
 
TDI-II, Dahej plants is desirous to paint various structures, pipes, piping, supports, etc. in 
various plants & non-plants area.  
 
Work will have to be executed in line with the permits issued for execution after award of 
the work, for the mentioned plant building at various levels. 
 
Industrial Painting at TDI-II Dahej broadly involves the following activities as mentioned 
below but not limited to this: 
 

1) Surface cleaning by manual and mechanical means including providing and using 

power tools, mechanical scrapers, wire brush, etc. to remove loose scale, paint, 

rust, oil, grease etc. from the steel surface. Final cleaning of the surface with 

cotton waste / cloth / water wash (wherever permitted) before application of 

primer. In case of application of primer is delayed due to any reason, the surface 

preparation shall be redone at no extra cost to GNFC. For all types of steel 

structures, equipments, piping, etc. Covering the area with plastic sheet/ tarpaulin 

wherever required. The unit rate shall be inclusive of providing and usage of 

required scaffolding and safety appliances. 

Supply & application of painting work, as per detailed specification, with all 

labours, tools, tackles etc. complete. Work will be including letter writing, painting 

of bands, arrow marks, figures, hazard markings, etc. on painted surface. The 

paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures such as Technological structure, plant and non-plant buildings, trusses, 

pipe-racks, stairs, platform, ladders, railing, equipment supports, conveyors, pipe 

supports, chequered plate, grating, all types of pipes etc. Paint materials shall be 

provided by the contractor as per technical specification for paint material, 

inclusive of all labour, tools, tackles cost for jobs mentioned above, providing 

required scaffolding & safety appliances. For work up to 20.0 mtr. above ground 

level and also above 20. 0 meter height  

 



 

For following paint system : 

(A) One coat of Self Priming HB Epoxy Primer (80 microns), 

One coat of Solvent less Epoxy  (100 microns) and  

Two coats of Acrylic Aliphatic Polyurethane Paint (40 microns of each coat).  

(B) One coat of Self Priming HB Epoxy Primer (80 microns) and  

Two coats of Acrylic Aliphatic Polyurethane Paint (40 microns of each coat) 

(C) Two coats of Silver Paint- 20 microns of each coat 

(D) Two coats of Heat Resistance Paint- Temperature resistance 400 to 600 degC 

(15 microns of each coat) 

2) Providing and erecting steel scaffolding for specialized jobs like conveyor bottom, 

cold box, chimney /flare stack (without derrick support i.e. plain surface), 

Cylindrical tanks (Inside/outside) etc. or area where normally unapproachable 

dedicated scaffolding is required as decided by EIC.  The same shall paid extra 

only if scaffolding is required to erect and height of the painting surface is 7 feet or 

more from immediate floor level. Payment of this scaffolding work is extra over the 

rates of surface preparation and painting work inclusive of scaffolding work for 

normal work areas. Measurement of scaffolding under this item shall be paid only 

once for total painting work comprising of various items like surface preparation, 

painting in required nos. of coats. 

3) Contractor shall take care so that proper housekeeping on site to be maintained. 
 

4) Contractors are requested to visit the site, before quoting the bid. 
 
 
Miscellaneous: 
 

Site is in the various plant units and non plant units of TDI-II plant.  

a) Contractor shall have sufficient resources to complete the entire work in the given 

timeframe as per schedule with utmost safety. 

b) The contractor shall be fully accountable and responsible for the safety of all the 

equipments, cables, pipes etc in the vanity and surrounding. Any damage to these 

can be a serious threat to work force and serious accidents apart from & other 



loss, damage to human life and property of their own or of GNFC. Even in-case-

of-accident, caused, by their negligence, no compensation shall be paid, by the 

Company. 

c) The contractor shall take the work permits, (cold/height) as the case may be. 

The contractor shall observe all safety and security rules of GNFC. The contractor 

shall be required to work in close coordination with other agencies if required, 

working in the plant building.  

d) The scaffolding required during the execution of the work shall be made from mild 

steel pipes and clamps only. Scaffolding material will have to be arranged by the 

vendor. The scaffolding may be required to be designed and certified by 

competent authority at no extra cost. The scaffolding work up to full height will be 

done in such a manner that it can be used for execution of work as well as 

inspection purpose till the completion of the work. 

e) Contractor shall ensure that no paint material is spilled on the plant equipments 

and piping or on the floors. 

f) All the paint materials shall be cleaned immediately when it is spilled. 

g) Contractor shall take utmost care during painting whenever there is hot work going 

above the painting work as sparks falling in the painting container may cause fire. 

h) PAINTING LABOR SHALL NOT USE ANY PIPING WORK OR EQUIPMENT 

STRUTRE TO REST HIS BODY OR FOOT AN USE AS HIS SCAFFOLDING 

FOR EXECUTING PAINTING WORK 

i) Constant supervision of the work is must. 

j) The quoted rates shall be exclusive of GST.  

k) All safety equipments required for execution of jobs shall be used. Personal 

protective equipment (PPEs) like safety helmets Safety belts, safety shoes, safety 

gloves shall be provided by the contractor. Safety goggles & escape mask shall be 

provided by GNFC. In case of non use of PPEs and non compliance to safety 

requirement, GNFC may impose penalty as per GNFC’s policy. Execution of work 

will be in presence of site engineer/supervisor only. 

l)  All rules regarding safety & security like tying of Safety Net/s where-ever required 

during construction as per recommendation of Safety Dept., wearing of ISI Make 



safety belts, safety helmet/s, safety shoes etc. shall be strictly followed during 

execution of the work. Any violation of these rules shall be considered as fault & 

viewed very seriously. 

m) Regular safety training programs are arranged by GNFC and contractors/vendors 

are encouraged to participate and use the knowledge and experience of faculty.  

n) It is likely that at times contractor may not be given work permit for safety or other 

reasons for shift, or day or two. No extra payment shall be made to contractor on 

idling charge for man power or machineries.  

o) Female labours are not allowed to the site under any circumstance. 

Specialized inspection: 

During application of the paint materials the contractor shall arrange for visit of NACE level –II 

inspection  engineer / coating inspector/s of paint manufacturer at no extra cost to GNFC, if 

asked by GNFC. (Refer technical specification) 

 

Storage of Painting materials: 

 

 The works under this contract are to be carried out in in factory premises and hence 

following care shall be taken while storing the paint materials. 

 

 Paint materials shall be required to be stored within specific boundary from the 

site of work & other surplus materials shall be stack at designated store area. The 

boundary around each stack shall be made or demarcated till the material is 

stacked there. Once the material is consumed or required to be shifted, the 

boundary shall be removed. 

 

 Material shall be so stacked that it will not obstruct the traffic around it, as 

emergency vehicles & fire tender are frequently required to move around. The 

space / area of stacking the material shall be got approved by the EIC prior to its 

stacking. 

 Contractor shall prepare material reconciliation statement. 

 



  

 

Manpower & Machinery:  

 

The contractor shall be required to maintain minimum following manpower for continuous 

& technical working at site. Additional manpower shall be deployed as per job 

requirement as & when needed. 

 

A)  Site In charge: One in number. He should have experience in the Painting works 

supervision & execution in chemical industries.  

 

B) Supervisor: Minimum one in number. He should be educated & literate. They should 

have experience of working in Industries. 

 

C)  Machinery: All the necessary equipments, tools, tackles, skilled and unskilled 

workforce, all the necessary hardware’s for application of paint system.  

 

D) Material receipt record vs. its consumption record will be maintained by contractor. 

Material challans of supplier/dealer/supplier shall be dully signed, stamped by security 

officer. Only fresh material procured will be allowed to utilize. 

 

E) The Copy of Challans for any purchases including “providing and fixing items” with     

Brand specifically written in the Bills or Challan should be provided. The Challans should  

be of the manufacturer / registered Dealer / Supplier, duly certified by Security Dept., if  

the material enters in the GNFC premises. 

 

 
 
 
 
 


