
Sr. 

No.

Short Item 

Description
Item Description UNIT Qty Rate Amount

1
Surf Clean, S&A 

1primer+2PU upto 20 Mtr

Surface cleaning by manual and mechanical means including providing and using power tools, 

mechanical scrapers, wire brush, etc. to remove loose scale, paint, rust, oil, grease etc. from the steel 

surface Final cleaning of the surface with cotton waste / cloth / water wash ( wherever permitted ) 

before application of primer. In case of application of primer is delayed due to any reason, the surface 

preparation shall be redone at no extra cost to GNFC. For all types of steel structures, equipments, 

piping, etc. Covering the area with plastic sheet/ tarpaulin wherever required. The unit rate shall be 

inclusive of providing and usage of required scaffolding and safety appliances.

Supply and application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures such as buildings, trusses , pipe-racks, stairs, platform, ladders, railing, equipment 

supports, conveyors, pipe supports, chequered plate,  grating, all types of pipes etc. as per the colour 

coding Paint materials shall be provided by the contractor as per technical specification for paint 

materials. The rate shall be inclusive   of   all labour,  tools , tackles cost for  jobs mentioned above, 

providing required scaffolding and safety appliances. For work up to 20.0 mtr. above ground level 

and at ground level/ plant ground floor level. All required paint materials with compatible thinner 

materials are to be supplied & consumed/used by the contractor. For following paint system on new 

or existing painted surface: One coat of Self Priming HB Epoxy Primer (80 micron) and Two 

coats of Acrylic Aliphatic Polyurethane Paint (40 micron of each coat)"

M2 15,000     

2

Surf clean, S&A 

1primer+2PU above 20 

Mtr.

Surface cleaning by manual and mechanical means including providing and using power tools, 

mechanical scrapers, wire brush, etc. to remove loose scale, paint, rust, oil, grease etc. from the steel 

surface Final cleaning of the surface with cotton waste / cloth / water wash ( wherever permitted ) 

before application of primer. In case of application of primer is delayed due to any reason, the surface 

preparation shall be redone at no extra cost to GNFC. For all types of steel structures, equipments, 

piping, etc. Covering the area with plastic sheet/ tarpaulin wherever required. The unit rate shall be 

inclusive of providing and usage of required scaffolding and safety appliances.

Supply and application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures such as buildings, trusses , pipe-racks, stairs, platform, ladders, railing, equipment 

supports, conveyors, pipe supports, chequered plate,  grating, all types of pipes etc. as per the colour 

coding Paint materials shall be provided by the contractor as per technical specification for paint 

materials. The rate shall be inclusive   of   all labour,  tools , tackles cost for  jobs mentioned above, 

providing required scaffolding and safety appliances. For work above 20.0 mtr. upto all heights 

above ground level/ plant ground floor level. All required paint materials with compatible thinner 

materials are to be supplied & consumed/used by the contractor. For following paint system on new 

or existing painted surface: One coat of Self Priming HB Epoxy Primer (80 micron) and Two 

coats of Acrylic Aliphatic Polyurethane Paint (40 micron of each coat)"

M2 2,200      

3

Surf clean, S&A 

1prim+1Sol+2PU upto 20 

Mtr

"Surface cleaning by manual and mechanical means including providing and using power tools, 

mechanical scrapers, wire brush, etc. to remove loose scale, paint, rust, oil, grease etc. from the steel 

surface Final cleaning of the surface with cotton waste / cloth / water wash ( wherever permitted ) 

before application of primer. In case of application of primer is delayed due to any reason, the surface 

preparation shall be redone at no extra cost to GNFC. Covering the area with plastic sheet/ tarpaulin 

wherever required. The unit rate shall be inclusive of providing and usage of required scaffolding and 

safety appliances.

Supply & application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by the 

contractor as per technical specification for paint materials. The rate    shall be    inclusive   of   all 

labour,  tools , tackles cost for  jobs mentioned above, providing required scaffolding & safety 

appliances. For work up to 20.0 mtr. above ground level and at ground level/ plant ground floor 

level. All required paint materials with compatible thinner materials are to be supplied & 

consumed/used by the contractor.

For following paint system :

One coat of Self Priming HB Epoxy Primer (80 micron), One coat of Solvent less Epoxy (100 

micron) and Two coats of Acrylic Aliphatic Polyurethane Paint (40 micron of each coat)."

M2 18,000     

4

Surf clean, S&A 

1prim+1Sol+2PU above 

20 Mtr

"Surface cleaning by manual and mechanical means including providing and using power tools, 

mechanical scrapers, wire brush, etc. to remove loose scale, paint, rust, oil, grease etc. from the steel 

surface Final cleaning of the surface with cotton waste / cloth / water wash ( wherever permitted ) 

before application of primer. In case of application of primer is delayed due to any reason, the surface 

preparation shall be redone at no extra cost to GNFC. Covering the area with plastic sheet/ tarpaulin 

wherever required. The unit rate shall be inclusive of providing and usage of required scaffolding and 

safety appliances.

Supply & application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by the 

contractor as per technical specification for paint materials. The rate    shall be    inclusive   of   all 

labour,  tools , tackles cost for  jobs mentioned above, providing required scaffolding & safety 

appliances. For work above 20.0 mtr. upto all heights above ground level/ plant ground floor 

level. All required paint materials with compatible thinner materials are to be supplied & 

consumed/used by the contractor.

For following paint system :

One coat of Self Priming HB Epoxy Primer (80 micron), One coat of Solvent less Epoxy (100 

micron) and Two coats of Acrylic Aliphatic Polyurethane Paint (40 micron of each coat)."

M2 2,000      

Schedule Of Quantities
Subject                           : Industrial Painting works at GNFC, TDI-II Dahej- 2025-26

Name of Agency            : M/s. 

Time Limit                      : 8 Months
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Subject                           : Industrial Painting works at GNFC, TDI-II Dahej- 2025-26
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Time Limit                      : 8 Months

5
P&E scaffolding for 

specialized jobs

Providing and erecting steel scaffolding for specialized jobs like conveyor bottom, cold box, chimney 

/flare stack ( without derrick support i.e. plain surface) , Cylindrical tanks (Inside/outside) etc. or area 

where normally unapproachable dedicated scaffolding is required as decided by EIC.  The same 

shall paid extra only if scaffolding is required to erect and  height of the painting surface is 7 feet  or 

more from immediate floor level. Payment of this scaffolding work is extra over the rates of surface 

preparation and painting work inclusive of scaffolding work  for normal work areas. Measurement of 

scaffolding under this item shall be paid only once for total painting work  comprising of various items 

like surface preparation, painting in required nos. of coats.

M3 8,000      

6
Surf clean, S&A of Silver 

Paint for all heights

Silver Paint- "Surface cleaning by manual and mechanical means including providing and using 

power tools, mechanical scrapers, wire brush, etc. to remove loose scale, paint, rust, oil, grease etc. 

from the steel surface Final cleaning of the surface with cotton waste / cloth / water wash ( wherever 

permitted ) before application of primer/paint. Covering the area with plastic sheet/ tarpaulin wherever 

required. The unit rate shall be inclusive of providing and usage of required scaffolding and safety 

appliances.





Supply & application of Silver Paint- (painting work), as per detailed specification, with all labours, 

tools, etc. complete, including letter writing, painting of bands, arrow marks, figures, hazard markings, 

etc. on painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all 

types of structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by 

the contractor as per technical specification for paint materials. The rate shall be inclusive of all 

labour, tools , tackles cost for jobs mentioned above, providing required scaffolding & safety 

appliances. For work at all height above ground level/ plant ground floor level. All required paint 

materials with compatible thinner materials are to be supplied & consumed/used by the contractor.


For following paint system : Two coats of Silver Paint- (20 micron of each coat)

M2 2,000      

7

Surf clean, S&A of 2HR 

400 to 600'C for all 

heights

Surface cleaning by manual and mechanical means including providing and using power tools, 

mechanical scrapers, wire brush, etc. to remove loose scale, paint, rust, oil, grease etc. from the steel 

surface Final cleaning of the surface with cotton waste / cloth / water wash ( wherever permitted ) 

before application of primer. In case of application of primer is delayed due to any reason, the surface 

preparation shall be redone at no extra cost to GNFC. Covering the area with plastic sheet/ tarpaulin 

wherever required. The unit rate shall be inclusive of providing and usage of required scaffolding and 

safety appliances.

Supply & application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by the 

contractor as per technical specification for paint materials. The rate shall be inclusive of all labour,  

tools , tackles cost for  jobs mentioned above, providing required scaffolding & safety appliances. For 

work at to all height above ground level/ plant ground floor level. All required paint materials with 

compatible thinner materials are to be supplied & consumed/used by the contractor.

For following paint system :

Two coats of Heat resistance Paint- Temperature resistance 400 to 600 deg C (15 micron of 

each coat)"

M2 2,000      

8
Sup&App of 1PU paint 

upto 20 Mtrs.

"Supply & application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by the 

contractor as per technical specification for paint materials. The rate shall be inclusive of all labour, 

tools , tackles cost for  jobs mentioned above, providing required scaffolding & safety appliances. For 

work up to 20.0 mtr. above ground level and at ground level/ plant ground floor level. All required 

paint materials with compatible thinner materials are to be supplied & consumed/used by the 

contractor.

For following paint system : One coat (40 micron) of Acrylic Aliphatic Polyurethane Paint"

M2 18,000     

9
Sup&App of 1PU paint 

above 20 Mtrs.

"Supply & application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by the 

contractor as per technical specification for paint materials. The rate shall be inclusive of all labour, 

tools , tackles cost for  jobs mentioned above, providing required scaffolding & safety appliances. For 

work above 20.0 mtr. upto all heights above ground level/ plant ground floor level. All required 

paint materials with compatible thinner materials are to be supplied & consumed/used by the 

contractor.

For following paint system : One coat (40 micron) of Acrylic Aliphatic Polyurethane Paint"

M2 2,000      

10
Sup&App of 2PU paint 

upto 20 Mtrs.

Supply & application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by the 

contractor as per technical specification for paint materials. The rate shall be inclusive of all labour, 

tools , tackles cost for jobs mentioned above, providing required scaffolding & safety appliances. For 

work up to 20.0 mtr. above ground level and at ground level/ plant ground floor level. All required 

paint materials with compatible thinner materials are to be supplied & consumed/used by the 

contractor.


 For following paint system : Two coats (40 micron each) of Acrylic Aliphatic Polyurethane Paint

M2 33,000     
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11
Sup&App of 2PU paint 

above 20 Mtrs.

Supply & application of painting work, as per detailed specification, with all labours, tools, etc. 

complete, including letter writing, painting of bands, arrow marks, figures, hazard markings, etc. on 

painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all types of 

structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by the 

contractor as per technical specification for paint materials. The rate shall be inclusive of all labour, 

tools , tackles cost for jobs mentioned above, providing required scaffolding & safety appliances. For 

work above 20.0 mtr. upto all heights above ground level/ plant ground floor level. All required 

paint materials with compatible thinner materials are to be supplied & consumed/used by the 

contractor.

 For following paint system : Two coats (40 micron each) of Acrylic Aliphatic Polyurethane 

Paint"

M2 2,000      

12
Sup&App of 1Self primer 

upto 20 Mtrs.

"Supply & application of Primer in painting work, as per detailed specification, with all labours, tools, 

etc. complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. 

on painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all 

types of structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by 

the contractor as per technical specification for paint materials. The rate shall be inclusive of all 

labour,  tools , tackles cost for  jobs mentioned above, providing required scaffolding & safety 

appliances. For work up to 20.0 mtr. above ground level and at ground level/ plant ground floor 

level. All required paint materials with compatible thinner materials are to be supplied & 

consumed/used by the contractor.

For following paint system : One coat (80 micron) of Self Priming HB Epoxy Primer".

M2 20,000     

13
Sup&App of 1Self primer 

above 20 Mtrs.

"Supply & application of Primer in painting work, as per detailed specification, with all labours, tools, 

etc. complete, including  letter writing, painting of bands, arrow marks, figures, hazard markings, etc. 

on painted surface. The paint system shall be applied to equipments, tanks, vessels, ducting, all 

types of structures, floor plates, gratings, all types of pipes etc. Paint materials shall be provided by 

the contractor as per technical specification for paint materials. The rate    shall be    inclusive   of   all 

labour,  tools , tackles cost for  jobs mentioned above, providing required scaffolding & safety 

appliances. For work above 20.0 mtr. upto all heights above ground level/ plant ground floor 

level. All required paint materials with compatible thinner materials are to be supplied & 

consumed/used by the contractor.

For following paint system : One coat (80 micron) of Self Priming HB Epoxy Primer".

M2 2,000      

14
Surface cleaning for all 

heights

Surface cleaning by manual and mechanical means including providing and using power tools, 

mechanical scrapers, wire brush, etc. to remove loose scale, paint, rust, oil, grease etc. from the steel 

surface. Final cleaning of the surface with cotton waste / cloth / water wash ( wherever permitted ) 

before application of primer. In case of application of primer is delayed due to any reason, the surface 

preparation shall be redone at no extra cost to GNFC. Covering the area with plastic sheet/ tarpaulin 

wherever required. The unit rate shall be inclusive of providing and usage of required scaffolding and 

safety appliances. For work at all height above ground level/ plant ground floor level.

M2 77,000     

15
Letter Writing size upto 

25mm

[Letter Writing size upto 25mm] Preparation of surface, by removing all types of foreign material, 

loose dirt, dust etc., by manual cleaning methods, supply & application of requisite coats of PU paint 

system, including rub-down & touch-up, providing ground base colour & colour coding bends in 

piping, making arrows, fluid description, line number, hazard signs on piping, stencilling  name & 

number on vessels, tanks, piping etc., with only steel scaffolding, safety gadgets, for all heights, 

supply of all tools, tackles, consumables, testing appliances/facilities, labour, supervision etc. to 

complete the work, in all respect, as per the specifications, drawings, standards & directions of the 

Engineer-In-Charge (EIC) for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, 

Equipment, Machineries etc., with Stencilling using approved quality & shed of paint over base coat, 

as per the instruction/s, of the .EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. 

complete. Letters size upto 25mm .

NOS 2,000      

16
Letter Writing size- 25mm 

to 100mm

[Letter Writing size- 25mm to 100mm] Preparation of surface, by removing all types of foreign 

material, loose dirt, dust etc., by manual cleaning methods, supply & application of requisite coats of 

PU paint system, including rub-down & touch-up, providing ground base colour & colour coding 

bends in piping, making arrows, fluid description, line number, hazard signs on piping, stencilling  

name & number on vessels, tanks, piping etc., with only steel scaffolding, safety gadgets, for all 

heights, supply of all tools, tackles, consumables, testing appliances/facilities, labour, supervision etc. 

to complete the work, in all respect, as per the specifications, drawings, standards & directions of the 

Engineer-In-Charge (EIC) for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, 

Equipment, Machineries etc., with Stencilling using approved quality & shed of paint over base coat, 

as per the instruction/s, of the .EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. 

complete. Letters   size 25mm to 100mm .

NOS 4,000      

17
Letter Writing size- 

100mm to 150mm

[Letter Writing size- 100mm to 150mm] Preparation of surface, by removing all types of foreign 

material, loose dirt, dust etc., by manual cleaning methods, supply & application of requisite coats of 

PU paint system, including rub-down & touch-up, providing ground base colour & colour coding 

bends in piping, making arrows, fluid description, line number, hazard signs on piping, stencilling  

name & number on vessels, tanks, piping etc., with only steel scaffolding, safety gadgets, for all 

heights, supply of all tools, tackles, consumables, testing appliances/facilities, labour, supervision etc. 

to complete the work, in all respect, as per the specifications, drawings, standards & directions of the 

Engineer-In-Charge (EIC) for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, 

Equipment, Machineries etc., with Stencilling using approved quality & shed of paint over base coat, 

as per the instruction/s, of the .EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. 

complete. Letters size  100mm to 150mm .

NOS 2,000      

18
Letter Writing size- 

150mm to 200mm

[Letter Writing size- 150mm to 200mm] Preparation of surface, by removing all types of foreign 

material, loose dirt, dust etc., by manual cleaning methods, supply & application of requisite coats of 

PU paint system, including rub-down & touch-up, providing ground base colour & colour coding 

bends in piping, making arrows, fluid description, line number, hazard signs on piping, stencilling  

name & number on vessels, tanks, piping etc., with only steel scaffolding, safety gadgets, for all 

heights, supply of all tools, tackles, consumables, testing appliances/facilities, labour, supervision etc. 

to complete the work, in all respect, as per the specifications, drawings, standards & directions of the 

Engineer-In-Charge (EIC) for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, 

Equipment, Machineries etc., with Stencilling using approved quality & shed of paint over base coat, 

as per the instruction/s, of the .EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. 

complete. Letters size- 150mm to 200mm .

NOS 1,000      
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19 paint bends upto to 50mm

Preparation of surface, by removing all types of foreign material, loose dirt, dust etc., by manual 

cleaning methods, supply & application of requisite coats of synthetic enamel paint system, including 

rub-down & touch-up, providing ground base colour & colour coding bends in piping, making arrows, 

fluid description, line number, hazard signs on piping, stencilling  name & number on vessels, tanks, 

piping etc., with only steel scaffolding, safety gadgets, for all heights, supply of all tools, tackles, 

consumables, testing appliances/facilities, labour, supervision etc. to complete the work, in all 

respect, as per the specifications, drawings, standards & directions of the Engineer-In-Charge (EIC) 

for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, Equipment, Machineries etc., 

with Stencilling using approved quality & shed of paint over base coat, as per the instruction/s, of the 

.EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. complete.For bends upto to 50mm

NOS 400         

20
paint bends from 50mm 

to 100mm

Preparation of surface, by removing all types of foreign material, loose dirt, dust etc., by manual 

cleaning methods, supply & application of requisite coats of synthetic enamel paint system, including 

rub-down & touch-up, providing ground base colour & colour coding bends in piping, making arrows, 

fluid description, line number, hazard signs on piping, stencilling  name & number on vessels, tanks, 

piping etc., with only steel scaffolding, safety gadgets, for all heights, supply of all tools, tackles, 

consumables, testing appliances/facilities, labour, supervision etc. to complete the work, in all 

respect, as per the specifications, drawings, standards & directions of the Engineer-In-Charge (EIC) 

for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, Equipment, Machineries etc., 

with Stencilling using approved quality & shed of paint over base coat, as per the instruction/s, of the 

.EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. complete. For bends from 50mm to 

100mm

NOS 200         

21
Paint bends from 150mm 

to 200mm

Preparation of surface, by removing all types of foreign material, loose dirt, dust etc., by manual 

cleaning methods, supply & application of requisite coats of synthetic enamel paint system, including 

rub-down & touch-up, providing ground base colour & colour coding bends in piping, making arrows, 

fluid description, line number, hazard signs on piping, stencilling  name & number on vessels, tanks, 

piping etc., with only steel scaffolding, safety gadgets, for all heights, supply of all tools, tackles, 

consumables, testing appliances/facilities, labour, supervision etc. to complete the work, in all 

respect, as per the specifications, drawings, standards & directions of the Engineer-In-Charge (EIC) 

for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, Equipment, Machineries etc., 

with Stencilling using approved quality & shed of paint over base coat, as per the instruction/s, of the 

.EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. complete. For bends from 150mm to 

200mm

NOS 200         

22
paint bends above 

300mm

Preparation of surface, by removing all types of foreign material, loose dirt, dust etc., by manual 

cleaning methods, supply & application of requisite coats of synthetic enamel paint system, including 

rub-down & touch-up, providing ground base colour & colour coding bends in piping, making arrows, 

fluid description, line number, hazard signs on piping, stencilling  name & number on vessels, tanks, 

piping etc., with only steel scaffolding, safety gadgets, for all heights, supply of all tools, tackles, 

consumables, testing appliances/facilities, labour, supervision etc. to complete the work, in all 

respect, as per the specifications, drawings, standards & directions of the Engineer-In-Charge (EIC) 

for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, Equipment, Machineries etc., 

with Stencilling using approved quality & shed of paint over base coat, as per the instruction/s, of the 

.EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. complete. For bends above 300mm

NOS 200         

23
Painting arrows upto 

100mm

Preparation of surface, by removing all types of foreign material, loose dirt, dust etc., by manual 

cleaning methods, supply & application of requisite coats of synthetic enamel paint system, including 

rub-down & touch-up, providing ground base colour & colour coding bends in piping, making arrows, 

fluid description, line number, hazard signs on piping, stencilling  name & number on vessels, tanks, 

piping etc., with only steel scaffolding, safety gadgets, for all heights, supply of all tools, tackles, 

consumables, testing appliances/facilities, labour, supervision etc. to complete the work, in all 

respect, as per the specifications, drawings, standards & directions of the Engineer-In-Charge (EIC) 

for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, Equipment, Machineries etc., 

with Stencilling using approved quality & shed of paint over base coat, as per the instruction/s, of the 

.EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. complete. For Painting arrows upto 

100mm

NOS 400         

24
Painting arrow from 

100mm to 150mm

Preparation of surface, by removing all types of foreign material, loose dirt, dust etc., by manual 

cleaning methods, supply & application of requisite coats of synthetic enamel paint system, including 

rub-down & touch-up, providing ground base colour & colour coding bends in piping, making arrows, 

fluid description, line number, hazard signs on piping, stencilling  name & number on vessels, tanks, 

piping etc., with only steel scaffolding, safety gadgets, for all heights, supply of all tools, tackles, 

consumables, testing appliances/facilities, labour, supervision etc. to complete the work, in all 

respect, as per the specifications, drawings, standards & directions of the Engineer-In-Charge (EIC) 

for writing Alphabatical Letters, Numbrical Numbers, on Vessels, Pipes, Equipment, Machineries etc., 

with Stencilling using approved quality & shed of paint over base coat, as per the instruction/s, of the 

.EIC., incl. cost of paint, labours, scaffolding, tools & tackles etc. complete. For Painting arrow from 

100mm to 150mm

NOS 400         

Signature of contractor with StampSignature of EIC

Total Amount :

Add GST @ 18%

Total Work Amount with GST:


